Hard wire your Radar Detector

Installation of a Radar Detector can be a daunting task. 

This DIY (Do It Yourself) should make it easier.

(Attempt this at your own risk)

You should position the Radar Detector so that the front and rear are clear of any obstacles, 

Note:

Using these wiring instructions the Radar Detector will come on after you pull out the key and stay on for a few seconds. You will hear it when you exit the vehicle. Do not worry it will shut off shortly 

(Caution: Be sure the key in out of the ignition when you install the Radar Detector.)

I mounted my radar detector on the left side of the mirror using the standard mounting suction cups. (They really do work, even though they are not the best looking)

Here’s a picture of the Radar Detector mounted:

Insert picture 1 here
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The first step is to remove both lenses from the center dome light. Just pull on and edge they will come off easily.

Insert picture 2 here
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There are two clips on the rear of the lights. Use a small thin screwdriver to push in each clip and pull down on the light assembly. The will expose the overhead wiring.

Insert picture 3 here
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Let the light assembly hang down while you access the wires.

Insert picture 4 here
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Locate the Grey Wire with the Red Strip on it (This wire is hot when you turn on the ignition) 

Use the quick connection supplied with your Radar Detector.  

Insert picture 5 here
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Connect the Red wire (Hot Wire) from your Radar Detector to the Grey wire with the Red Strip.
Connect the Black wire (Ground) to a grounding point.

Push all the excess wire to one side or the other. 

Run the connection past the microphone under the headliner out to your Radar Detector.

This is a picture from the bottom of the Radar Detector showing the wire routing under the headliner

Insert picture 6 here
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Put the Light assembly back in place. Mount your Radar Detector to the windshield (Windscreen) using the suction cups. Plug in the connection wire. 

Start your car turn on your Radar Detector and you’re done.

